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                                            STANDARD SPECIFICATIONS
Elastomer: Silicone rubber conforms to A-A-59588, Class 3A, GR50, RED
                  (unless otherwise specified).
Insert: Standard washer is 300 series stainless steel, DFARS compliant
           (unless otherwise specified).
Temperature Range: -106 C to+260 C (-158 F to +500 F)
Pressure Range: Up to 100 psi internal and external.
Shelf Life: Excess of 25 years.
Resistant to: Splash, salt spray, sunlight, ozone, weather, fungus, dust, and 
                     most acids and lubricating oils.
Agency Recognition: UL & ULC Recognized to UL Std. 50.
                                   (19.05 O.D. washers are not currently UL or ULC Recognized).
 

PART
NUMBER

COMPATIBLE
THREAD

DIAMETER
WASHER O.D. DIM "A"

75601 #6 0.550" 0.050 0.300"
75801 #8 0.550" 0.050 0.300"
75101 #10 0.550" 0.050 0.300"
75602 #6 1" 0.050 0.750"
75802 #8 1" 0.050 0.750"
75102 #10 1" 0.050 0.750"
75082 1/4 1" 0.050 0.750"
75107 5/16 1" 0.050 0.750"
75122 3/8 1" 0.050 0.750"
75142 7/16 1" 0.050 0.750"
75162 1/2 1" 0.050 0.750"
75603 #6 1.5" 0.050 0.750"
75803 #8 1.5" 0.050 1.200"
75103 #10 1.5" 0.050 1.200"
75083 1/4 1.5" 0.050 1.200"
75108 5/16 1.5" 0.050 1.200"
75123 3/8 1.5" 0.050 1.200"
75143 7/16 1.5" 0.050 1.200"
75163 1/2 1.5" 0.050 1.200"
75173 5/8 1.5" 0.050 1.200"
75183 7/8 1.5" 0.050 1.200"

PART
NUMBER

COMPATIBLE
THREAD

DIAMETER
WASHER O.D. DIM "A"

75601 #6 0.550" 0.050 0.300"
75801 #8 0.550" 0.050 0.300"
75101 #10 0.550" 0.050 0.300"
75084 1/4 0.750" 0.015 0.555"
75104 5/16 0.750" 0.015 0.555"
75124 3/8 0.750" 0.015 0.555"
75602 #6 1" 0.050 0.750"
75802 #8 1" 0.050 0.750"
75102 #10 1" 0.050 0.750"
75082 1/4 1" 0.050 0.750"
75107 5/16 1" 0.050 0.750"
75122 3/8 1" 0.050 0.750"
75142 7/16 1" 0.050 0.750"
75162 1/2 1" 0.050 0.750"
75603 #6 1.5" 0.050 0.750"
75803 #8 1.5" 0.050 1.200"
75103 #10 1.5" 0.050 1.200"
75083 1/4 1.5" 0.050 1.200"
75108 5/16 1.5" 0.050 1.200"
75123 3/8 1.5" 0.050 1.200"
75143 7/16 1.5" 0.050 1.200"
75163 1/2 1.5" 0.050 1.200"
75173 5/8 1.5" 0.050 1.200"
75183 7/8 1.5" 0.050 1.200"

PART
NUMBER

COMPATIBLE
THREAD

DIAMETER
DIM "A"

WASHER O.D.
13.97 .64MM

19.05 & UP .38MM
DIM "B"

75031 M3 2.85 13.97 7.62
75041 M4 3.85 13.97 7.62
75051 M5 4.85 13.97 7.62
75054 M5 4.85 19.05 14.10
75064 M6 5.85 19.05 14.10
75314 M8 7.75 19.05 14.10
75032 M3 2.85 25.40 19.05
75042 M4 3.85 25.40 19.05
75052 M5 4.85 25.40 19.05
75062 M6 5.85 25.40 19.05
75312 M8 7.75 25.40 19.05
75392 M10 9.75 25.40 19.05
75472 M12 11.75 25.40 19.05

PART
NUMBER

COMPATIBLE
THREAD

DIAMETER
DIM "B" WASHER O.D.

0.050 DIM "A"

75031 M3
75041 M4
75051 M5
75054 M5
75064 M6
75314 M8
75032 M3
75042 M4
75052 M5
75062 M6
75312 M8
75392 M10
75472 M12

G ECO-21-0022: ADDED TABLES FOR MATERIAL AND FINISH OPTIONS.    DWN:   DAN LAW  CHKD: SHM/LP 03.11.21
F ECO-20-0040: ADDED PART NUMBER 75054.                       DWN: DAN LAW    CHKD: FJK/LP 06.23.20
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                                         SPECIFICATIONS
Material: Standard washer is 300 series stainless steel. Other material available.
               Silicone rubber is standard.Other materail available
Temperature Range: -106 C to +260 C  (-158 F to +500 F)
Pressure Range: Up to 100 psi internal and external
Shelf Life: Excess of 25 years.
Resistant to: Salt spray, sunlight, ozone, weather, acids, etc.
Installation: Seeloc      washers are installed on bolts, studs or screws in the 
                    same manner as regular washers. The rubber section should always 
                    face the panel, mounting surface.
Rating: IP66/68 UL Recognized for type 4X & Type 6 Enclousure Protection.
 

HOW TO ORDER

SAMPLE CATALOG NO. 75031 EPDM BLKOX

PART NUMBER CODE 75031 ENTER FROM TABLE

SEALING MATERIAL 
CODE EPDM ENTER FROM TABLE

LEAVE BLANK FOR SILICONE
WASHER FINISH 

CODE
BLKOX ENTER FROM TABLE

AVAILABLE ELASTOMER MATERIALS

Code Material Color

- - Silicone
Rubber Red

-2615 - FluoroSilicone
Rubber Blue

-5701 - FKM 70 DURO Black

-4601 - Buna N
(NBR) Black

-3701 - Neoprene
(EPR) Black

-7601 EPDM Ethylene
Propylene (EPDM) Black

COMMON OPTIONS
Code DESCRIPTION

-BLKOX BLACK OXIDE PER
MIL-C-13924, CLASS 4

                                 SPECIFICATIONS
Material: Neoprene, Black (unless otherwise specified)
Mounting nut: Aluminum (unless otherwise specified)
Temperature Range:  -65 F to +300 F ( -53 C to+148 C)
Shelf Life: 15 years.
Resistance to: Dust, dirt, grease, and moderate moisture.
Installation: A. Mount the switch using a SNAPSEEL® 
                        shouldered mounting nut.
                    B. Place SNAPSEEL® over switch actuator and
                        press down to fit over shouldered nut. 
                        Adjust SNAPSEEL® until fully seated.

ALTERNATIVE ELASTOMER MATERIALS

Code Material Color SPECIFICATIONS

-2615 FluoroSilicone
Rubber Blue MIL-R-25988

-5701 FKM Black ASTM D2000

-4601 Buna N
(NBR) Black ASTM D2000

-3701 Neoprene
(EPR) Black ASTM D2000

-EPDM Ethylene
Propylene (EPDM) Black ASTM D2000

X. ALL STAINLESS STEEL MUST BE DFARS COMPLIANT.

NOTES:
 
1. REACH, RoHS, PROP 65 DECLARATIONS.

ADD TABLES FOR MATERIALS AND FINISHES OPTIONS.

SILICONE
RUBBER

STAINLESS STEEL 
WASHER

RUBBER PERMISSIBLE
ON OUTER EDGEPRELIMINARY


	Sheet 1
	Views
	new_view_31
	top_32
	new_view_34



