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Rotary Potentiometer

Mechanical Specifications

Technical Specifications
Measurement angle

Resistance
Resistance tolerance

Recommended cursor current
Power supply

Load resistance

Electrical connetions
Mechanical life

Protection level

Resolution
Linearity

Case dimensions
Case material

Rod diameter
Rod material

Operating temperature 
Storage temperature

%0,5
Infinite

345° ± 2°

± %20
100 k0hm min.

28 VDC max.
< 1 µA

Ø28 mm
Plastic
Stainless steel
Ø6 mm
IP 54

Cable output
50 million movement

2 k0hm, 5 k0hm or 10 k0hm

-20°C ... +80°C
-30°C ... +90°C
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1620°
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Ø48

Ø38

Brown (+) Blue  (-)

Yellow (Vout)

Blue (-) 1

Yellow (Vout) 2

Brown (+) 3

Ordering Procedure 

The above technical datas are for information only. OPKON has the right for changing without any notifications.

ROTARY
POTENTIOMETER

• Measuring angle 345° ± 2° 
• 50 million movements
• Double bearings
• %0,5 linearity
• 2K, 5K or 10K

R6: 6 mm

Rod diameterModel

RPF

RPF

28

28 R6

Case diameter

0M15: 15 cm cable

A 0M15

Linearity (%) Connector / Cable

5K

Resistance (k0hm)

A: %0,5 2K :   2 K0hm 
5K :   5 K0hm

10K : 10 K0hm


